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Toshiba VRF systems has a wide range of indoor units which enable designer and tenants to make the right product 

choice in terms of ahestetic and performances

Up to 48 units

14 different type of units ranging from 0,8 to 10HP are connectable to the VRF outdoor units.

With the SMMSi and SHRM range it is possibile to install up to 48 different units individually controlled or managed 

centrally with the wide range of Toshiba controls solutions.

Fresh air intake

Most of the units have the possibility to be connected directly to a fresh air supply or linked to a dedicated air to air heat 

exchanger to ensure a constant fresh air renewal.

Cassette

The cassette type unit is the preferred solution for offices and buildings with false ceiling installations. Toshiba range of cassette units are suitable for 

local standard ceiling panels.

The choice can be made between products with different air flow configurations: 1, 2, 4 air outlets. The 4 way cassettes feature a selectable automatic 

air flow pattern in speed and direction. The designer can also select other Cassette types: compact 600x600 4-way, 1-way and the new slimmer 2-way 

cassette.

Ducted

Large building applications make extense use of ducts to deliver the air in the different parts of the building.

Toshiba designers have been able to create different units types with high technology features in order to serve different purposes:

Slim duct - for applications where the ductwork space is limited in height and length (Hotels).

High-static - for applications that require elevated external static pressure (open space).

Standard static - when limited duct work is involved (office).

Fresh air intake - to manage the distribution of fresh air throughout the ductwork of a building. 

Heat exchangers - to treat the incoming air and benefit of the free cooling process

Hi-walls and ceiling 

A preferred solution for buildings where false ceiling cannot be used.

It is the perfect choice for those applications that needs air conditioning in conjunction with the existing conventional radiator heating. Hi-walls in VRF 

range adopt similar high-end design of the units used in residential applications.  

These type of products are very silent, with personalized air flow control and powerful indoor air quality filters.

Floor standing consoles

Typical installations where the indoor unit is placed on the floor against one wall or under a window sill.  

Toshiba range offers solution for:

Concealed installations: where the console is hidden behind a panel in order to be unobtrusive and blend perfectly in the interior.

Classic cabinet: positioned usually in places of radiators around the perimeter of the building or at the base of the building columns in the room.

Floor standing: these are slim tall units that can be placed in different positions. These units feature the additional horizontal swing pattern (from left to 

right) which make them the preferred solution for corner installations (restaurants).

DUCTED



Indoor units range

Model Type HP 0,8 1,0 1,3 1,7 2,0 2,5 3,0 3,2 4,0 5,0 6,0 8,0 10,0

kW 2,2 2,8 3,6 4,5 5,6 7,1 8,0 9,0 11,2 14,0 16,0 22,4 28

Cassette
Compact 4-way
MMU-AP***MH

4-way
MMU-AP***H

2-way
MMU-AP***WH

1-way
MMU-AP***YH/SH

Duct
Slim
MMD-AP***SPH

Concealed
MMD-AP***BH

Concealed High Static
MMD-AP***H

Fresh air intake
MMD-AP***HFE

Ceiling
MMC-AP***H

Floor Standing
Bi-#ow console
MML-AP***NH

Cabinet
MML-AP***H

Concealed
MML-AP***BH

Tall
MMF-AP***H

High Wall
Serie 2
MMK-AP***2H

Serie 3
MMK-AP***3H

Indoor units range

Model Type Model Name Capacity Code Cooling cap. 
(kW)

Heating cap. 
(kW)

Slim Duct
MMD-AP0074SPH-E

MMD-AP0094SPH-E

MMD-AP0124SPH-E

MMD-AP0154SPH-E

MMD-AP0184SPH-E

0,80

1,00

1,25

1,70

2,00

2,20

2,80

3,60

4,50

5,60

2,50

3,20

4,00

5,00

6,30

Under-ceiling
MMC-AP0154H-E

MMC-AP0184H-E

MMC-AP0244H-E

MMC-AP0274H-E

MMC-AP0364H-E

MMC-AP0484H-E

1,70

2,00

2,50

3,00

4,00

5,00

4,50

5,60

7,10

8,00

11,20

14,00

5,00

6,30

8,00

9,00

12,50

16,00

High-wall compact

MMK-AP0074MH-E

MMK-AP0094MH-E

MMK-AP0124MH-E

0,80

1,00

1,25

2,20

2,80

3,60

2,50

3,20

4,00

High-wall
MMK-AP0073H

MMK-AP0093H

MMK-AP0123H

MMK-AP0153H

MMK-AP0183H

MMK-AP0243H

0,80

1,00

1,25

1,70

2,00

2,50

2,20

2,80

3,60

4,50

5,60

7,10

2,50

3,20

4,00

5,00

6,30

8,00

Bi-#ow console

MML-AP0074NH-E

MML-AP0094NH-E

MML-AP0124NH-E

MML-AP0154NH-E

MML-AP0184NH-E

0,80

1,00

1,25

1,70

2,00

2,20

2,80

3,60

4,50

5,60

2,50

3,20

4,00

5,00

6,30

Floor standard cabinet type  MML-AP0074H

 MML-AP0094H

 MML-AP0124H

 MML-AP0154H

 MML-AP0184H

 MML-AP0244H

0,80

1,00

1,25

1,70

2,00

2,50

2,20

2,80

3,60

4,50

5,60

7,10

2,50

3,20

4,00

5,00

6,30

8,00

Floor standing Concealed type
MML-AP0074BH-E

MML-AP0094BH-E

MML-AP0124BH-E

MML-AP0154BH-E

MML-AP0184BH-E

MML-AP0244BH-E

0,80

1,00

1,25

1,70

2,00

2,50

2,20

2,80

3,60

4,50

5,60

7,10

2,50

3,20

4,00

5,00

6,30

8,00

Tall #oor-standing
MMF-AP0154H-E

MMF-AP0184H-E

MMF-AP0244H-E

MMF-AP0274H-E

MMF-AP0364H-E

MMF-AP0484H-E

MMF-AP0564H-E

1,70

2,00

2,50

3,00

4,00

5,00

6,00

4,50

5,60

7,10

8,00

11,20

14,00

16,00

5,00

6,30

8,00

9,00

12,50

16,00

18,00

Fresh Air Intake

 MMD-AP0481HFE

 MMD-AP0721HFE

 MMD-AP0961HFE

5,00

8,00

10,00

14,00

22,40

28,00

8,90

13,90

17,40

Indoor units range

Model Type Model Name Capacity Code Cooling cap. 
(kW)

Heating cap. 
(kW)

4-way cassette

 MMU-AP0092H
 MMU-AP0122H
MMU-AP0152H
 MMU-AP0182H
 MMU-AP0242H
 MMU-AP0272H
 MMU-AP0302H
 MMU-AP0362H
 MMU-AP0482H
 MMU-AP0562H

1,00
1,25
1,70
2,00
2,50
3,00
3,20
4,00
5,00
6,00

2,80
3,60
4,50
5,60
7,10
8,00
9,00

11,20
14,00
16,00

3,20
4,00
5,00
6,30
8,00
9,00

10,00
12,50
16,00
18,00

Compact 4-way cassette

 MMU-AP0074MH-E
MMU-AP0094MH-E
MMU-AP0124MH-E
 MMU-AP0154MH-E
MMU-AP0184MH-E

0,80
1,00
1,25
1,70
2,00

2,20
2,80
3,60
4,50
5,60

2,50
3,20
4,00
5,00
6,30

2-way cassette

MMU-AP0072WH
MMU-AP0092WH
MMU-AP0122WH
MMU-AP0152WH
MMU-AP0182WH
MMU-AP0242WH
MMU-AP0272WH
MMU-AP0302WH
MMU-AP0362WH
MMU-AP0482WH
MMU-AP0562WH

0,80
1,00
1,25
1,70
2,00
2,50
3,00
3,20
4,00
5,00
6,00

2,20
2,80
3,60
4,50
5,60
7,10
8,00
9,00

11,20
14,00
16,00

2,50
3,20
4,00
5,00
6,30
8,00
9,00

10,00
12,50
16,00
18,00

1-way cassette

MMU-AP0074YH-E
MMU-AP0094YH-E
MMU-AP0124YH-E
MMU-AP0154SH-E
MMU-AP0184SH-E
MMU-AP0244SH-E

0,80
1,00
1,25
1,70
2,00
2,50

2,20
2,80
3,60
4,50
5,60
7,10

2,50
3,20
4,00
5,00
6,30
8,00

Concealed duct, stand type

MMD-AP0074BH-E
MMD-AP0094BH-E
MMD-AP0124BH-E
MMD-AP0154BH-E
MMD-AP0184BH-E
MMD-AP0244BH-E
MMD-AP0274BH-E
MMD-AP0304BH-E
MMD-AP0364BH-E
MMD-AP0484BH-E
MMD-AP0564BH-E

0,80
1,00
1,25
1,70
2,00
2,50
3,00
3,20
4,00
5,00
6,00

2,20
2,80
3,60
4,50
5,60
7,10
8,00
9,00

11,20
14,00
16,00

2,50
3,20
4,00
5,00
6,30
8,00
9,00

10,00
12,50
16,00
18,00

Concealed duct, high static pressure

MMD-AP0184H-E
MMD-AP0244H-E
MMD-AP0274H-E
MMD-AP0364H-E
MMD-AP0484H-E
MMD-AP0724H-E
MMD-AP0964H-E

2,00
2,50
3,00
4,00
5,00
8,00

10,00

5,60
7,10
8,00

11,20
14,00
22,40
28,00

6,30
8,00
9,00

12,50
16,00
25,00
31,50

TOSHIBA | 113112 | TOSHIBA TOSHIBA | 113112 | TOSHIBA Please contact local distributor for detailed combinations

VRF | Business rangeVRF | Business range



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MMU-AP0092H
MMU-AP0122H
MMU-AP0152H
MMU-AP0182H
MMU-AP0242H
MMU-AP0272H
MMU-AP0302H

MMU-AP0362H
MMU-AP0482H
MMU-AP0562H

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range,
except MMU_AP0562H

Infra-red remote kit - RBC-AX32UW/WS-E
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplified wired control - RBC-AS21E2

MMU-AP_2H )*+,-+./01*23/5/

Indoor unit MMU- AP0092H AP0122H AP0152H AP0182H AP0242H AP0272H AP0302H AP0362H AP0482H AP0562H

Cooling capacity kW 2,8 3,6 4,5 5,6 7,1 8 9 11,2 14 16

Heating capacity kW 3,2 4 5 6,3 8 9 10 12,5 16 18

Power consumption kW 0,021 0,021 0,023 0,026 0,036 0,036 0,043 0,088 0,112 0,112

Running current A 0,23 0,23 0,27 0,29 0,38 0,38 0,43 0,73 0,88 0,88

Starting current A 0,3 0,3 0,33 0,36 0,42 0,42 0,59 0,87 1,23 1,26

MMU-AP_2H )67891/:23/5/2;03--+2<0958

Indoor unit MMU- AP0092H AP0122H AP0152H AP0182H AP0242H AP0272H AP0302H AP0362H AP0482H AP0562H

Air Flow (h/l) m³/h 800/680 800/680 930/790 1050/800 1290/800 1290/800 1320/850 1970/1070 2130/1130 2130/1230

Air Flow (h/l) l/s 222/188 222/188 258/219 291/222 357/222 357/222 366/235 546/296 590/313 590/341

Sound pressure level (h/l) dB(A) 30/27 30/27 31/27 32/27 35/28 35/28 38/30 43/32 46/33 46/33

Dimensions (HxWxD) mm 256x840x840 256x840x840 256x840x840 256x840x840 256x840x840 256x840x840 256x840x840 319x840x840 319x840x840 319x840x840

Weight kg 18 18 20 20 20 20 20 25 25 25

Panel dimensions (HxWxD) mm 30x950x950 30x950x950 30x950x950 30x950x950 30x950x950 30x950x950 30x950x950 30x950x950 30x950x950 30x950x950

Panel weight kg 4 4 4 4 4 4 4 4 4 4

Connecting pipe, gas 3/8" 3/8" 1/2" 1/2" 5/8" 5/8" 5/8" 5/8" 5/8" 5/8"

Connecting pipe, liquid 1/4" 1/4" 1/4" 1/4" 3/8" 3/8" 3/8" 3/8" 3/8" 3/8"

Drain port diameter mm 25 25 25 25 25 25 25 25 25 25

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

4-way

TOSHIBA | 115114 | TOSHIBA

VRF | Business range

CASSETTE TYPE UNIT

4-WAY

==>?@)ACD

These options gives the user the possibility 

to select the decoration more suitable for its 

ceiling interior design.

Panel design choice Cassette unit with built-in advanced technology to deliver the optimal air #ow 
in all the room or to speci$c desired directions.

Individual louver control with three otpional swing patterns: standard flow, dual 
alternate flow and cycle swing.

Self cleaning operation designed to remove impurities from the coil surface and to 
prevent mould formation.

Easy to install and maintain. The electrical box is accessible by opening the hinged 
panel.

Long life pre-filter with a wide bended surface to effectively collect dust particles.  

Up to 850mm lift pump for effective condensate water removal. External condensate 
pipe quick connection.

IR receiver



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MMU-AP0074MH-E
MMU-AP0094MH-E
MMU-AP0124MH-E
MMU-AP0154MH-E
MMU-AP0184MH-E

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range

Infra-red remote kit -TCB-AX32E2 
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplitied wired control - RBC-AS21E2

TOSHIBA | 117116 | TOSHIBA

MMU-AP_MH )*+,-+./01*23/5/

Indoor unit MMU- AP0074MH-E AP0094MH-E AP0124MH-E AP0154MH-E AP0184MH-E

Cooling capacity kW 2,2 2,8 3,6 4,5 5,6

Heating capacity kW 2,5 3,2 4,0 5,0 6,3

Power consumption kW 0,034 0,036 0,038 0,041 0,052

Running current A 0,28 0,30 0,31 0,34 0,42

Starting current A 0,49 0,52 0,54 0,59 0,73

MMU-AP_MH )67891/:23/5/2;03--+2<0958

Indoor unit MMU- AP0074MH-E AP0094MH-E AP0124MH-E AP0154MH-E AP0184MH-E

Air Flow (h/l) m³/h 552/378 570/378 594/402 660/468 762/522

Air Flow (h/l) l/s 153/105 158/105 165/112 183/130 211/145

Sound pressure level (h/l) dB(A) 36/28 37/28 37/29 40/30 44/34

Dimensions (HxWxD) mm 268x575x575 268x575x575 268x575x575 268x575x575 268x575x575

Weight kg 17 17 17 17 17

Panel dimensions (HxWxD) mm 27x700x700 27x700x700 27x700x700 27x700x700 27x700x700

Panel weight kg 3 3 3 3 3

Connecting pipe, gas in 3/8" 3/8" 3/8" 5/8" 5/8"

Connecting pipe, liquid in 1/4" 1/4" 1/4" 1/4" 1/4"

Drain port diameter mm 25 25 25 25 25

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

VRF | Business range

==>?@)AE=D
COMPACT 4-WAY

CASSETTE TYPE UNIT

The compact 4-way cassette suits all the standard 600x600 mm grid ceiling, to 
allow simple and easy installation and maintenance.

Equipped with draft prevention and clean ceiling functions this unit delivers the 
required amount of air without disturbing the users.

All the capacity sizes have the same physical dimensions so the installation looks 
much smarter and consistent.

Access to the corner pockets for practical installation, maintenence and percise panel 
adjustment for perfect ceiling fitting.

Built -in water condensate discharge pump.

Auxiliary fresh air intake flange hole for constantly supply renewed air.

IR receiver

Stylish design and compact dimensions to suit 

all standard 600x600 mm grid ceilings.

Standard size



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MMU-AP0072WH
MMU-AP0092WH
MMU-AP0122WH
MMU-AP0152WH

MMU-AP0182WH
MMU-AP0242WH
MMU-AP0272WH
MMU-AP0302WH
MMU-AP0362WH
MMU-AP0482WH
MMU-AP0562WH

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range,
except MMU_AP0562WH

Infra-red remote kit - RBC-AX23UW(W)-E 
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplitied wired control - RBC-AS21E2

MMU-AP_WH )*+,-+./01*23/5/

Indoor unit MMU- AP0072WH AP0092WH AP0122WH AP0152WH AP0182WH AP0242WH AP0272WH AP0302WH AP0362WH AP0482WH AP0562WH

Cooling capacity kW 2,2 2,8 3,6 4,5 5,6 7,1 8 9 11,2 14 16

Heating capacity kW 2,5 3,2 4 5 6,3 8 9 10 12,5 16 18

Power consumption kW 0,029 0,029 0,029 0,030 0,044 0,054 0,054 0,064 0,076 0,088 0,117

Running current A 0,23 0,23 0,23 0,24 0,32 0,39 0,39 0,46 0,48 0,57 0,75

Starting current A 0,35 0,35 0,35 0,36 0,48 0,59 0,59 0,69 0,72 0,86 1,13

MMU-AP_WH )67891/:23/5/2;03--+2<0958

Indoor unit MMU- AP0072WH AP0092WH AP0122WH AP0152WH AP0182WH AP0242WH AP0272WH AP0302WH AP0362WH AP0482WH AP0562WH

Air Flow (h/m/l) m³/h 558/498/450 558/498/450 558/498/450 600/534/450 900/750/618 1050/840/738 1050/840/738 1260/900/780 1740/1434/1182 1800/1482/1230 2040/1578/1320

Air Flow (h/m/l) l/s 155/138/125 155/138/125 155/138/125 167/148/125 250/208/172 291/233/205 291/233/205 350/250/780 483/398/328 500/412/342 567/438/367

Sound pressure level (h/m/l) dB(A) 34/32/30 34/32/30 34/32/30 35/33/30 35/33/30 38/35/33 38/35/33 40/37/34 42/39/36 43/40/37 46/42/39

Dimensions (HxWxD) mm 295x815x570 295x815x570 295x815x570 295x815x570 345x1180x570 345x1180x570 345x1180x570 345x1180x570 345x1600x570 345x1600x570 345x1600x570

Weight kg 19 19 19 19 26 26 26 26 36 36 36

Panel dimensions (HxWxD) mm 20x1050x680 20x1050x680 20x1050x680 20x1050x680 20x1415x680 20x1415x680 20x1415x680 20x1415x680 20x1835x680 20x1835x680 20x1835x680

Panel weight kg 10 10 10 10 14 14 14 14 14 14 14

Connecting pipe, gas 3/8'' 3/8'' 3/8'' 1/2'' 1/2'' 5/8'' 5/8'' 5/8'' 5/8'' 5/8'' 5/8''

Connecting pipe, liquid 1/4'' 1/4'' 1/4'' 1/4'' 1/4'' 3/8'' 3/8'' 3/8'' 3/8'' 3/8'' 3/8''

Drain port diameter mm 25 25 25 25 25 25 25 25 25 25 25

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

TOSHIBA | 119118 | TOSHIBA

VRF | Business range

Condensate discharge piping design is 

simplfied with the external quick connection 

and the powerful drain pump which raises 

water up to 850mm.

High lift condensate pump

CASSETTE TYPE UNIT

2-WAY

Slim, compact, light-weight and easy to install, it $ts discretely any room 
interior, in addition, thanks to its silent operation, this model creates a very 
pleasant, quiet and comfortable environment.

White decoration panel design enable the installation in ceilings together with the 
standard 4-way cassette.

Compact dimensions (height 295mm) and limited weight (19 kg) for units up to 4,5 kW.

Unique air flow control with the air current balanced between two directions, for 
maximum comfort. Fresh air intake inlet to ensure constant air renewal.

Enhanced Indoor Air Quality with standard long-life filters with a wide bended surface 
to effectively collect dust particles and optional high efficiency filters.

Fresh air intake: ensures constant air renewal.

Wide range of accessories, including a wireless infrared remote control kit.   

==>?@)ACGD

300mm

154mm

850mm

IR receiver



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MMU-AP0074YH-E
MMU-AP0094YH-E
MMU-AP0124YH-E

MMU-AP0154SH-E
MMU-AP0184SH-E
MMU-AP0244SH-E

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range

Infra-red remote kit - RBC-AX32CE2 
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplitied wired control - RBC-AS21E2

MMU-AP_YH/SH Performance data

Indoor unit MMU- AP0074YH-E AP0094YH-E AP0124YH-E AP0154SH-E AP0184SH-E AP0244SH-E

Cooling capacity kW 2,2 2,8 3,6 4,5 5,6 7,1

Heating capacity kW 2,5 3,2 4 5 6,3 8

Power consumption kW 0,053 0,053 0,053 0,042 0,046 0,075

Running current A 0,24 0,24 0,24 0,34 0,37 0,62

Starting current A 0,6 0,6 0,6 0,51 0,54 0,80

MMU-AP_YH/SH Physical data Indoor units

Indoor unit MMU- AP0074YH-E AP0094YH-E AP0124YH-E AP0154SH-E AP0184SH-E AP0244SH-E

Air Flow (h/l) m³/h 540/420 540/420 540/420 750/630 780/660 1140/810

Air Flow (h/l) l/s 150/116 150/116 150/116 208/175 216/183 316/224

Sound pressure level (h/m/l) dB(A) 42/34 42/34 42/34 37/32 38/34 45/37

Sound power level (h/m/l) dB(A) 57/54/49 57/54/49 57/54/49 57/54/51 57/54/51 58/56/52

Dimensions (HxWxD) mm 235x850x400 235x850x400 235x850x400 200x1000x710 200x1000x710 200x1000x710

Weight kg 22 22 22 21 21 22

Panel dimensions (HxWxD) mm 18x1050x470 18x1050x470 18x1050x470 20x1230x800 20x1230x800 20x1230x800

Panel weight kg 3,5 3,5 3,5 5,5 5,5 5,5

Connecting pipe, gas in 3/8'' 3/8'' 3/8'' 1/2'' 1/2'' 5/8''

Connecting pipe, liquid in 1/4'' 1/4'' 1/4'' 1/4'' 1/4'' 3/8''

Drain port diameter mm 25 25 25 25 25 25

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

TOSHIBA | 121120 | TOSHIBA

VRF | Business range

MMU-AP_4YH/SH

Possibility to connect a frontal air discharge 

duct to blow the air in the room horizontally.  

Front air discharge Toshiba’s innovative slim-line 1-way cassette is simple to install and is suitable 
for small areas, such as hotels or o"ces guestrooms and reception rooms.

Compact structure: 235x850x400 mm (sizes 2,2 to 3,6).

Flexible installation: ideal for false ceiling applications where the space for the unit is 
limited.

Water condensate drain pump lift condensate water up to 350mm .

Low noise level: it operates down to 34 dB(A) (sizes 2,2 to 3,6).

Auxiliary fresh air intake flange.

CASSETTE TYPE UNIT

1-WAY

IR receiver



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MMD-AP0074BH-E
MMD-AP0094BH-E
MMD-AP0124BH-E 

MMD-AP0154BH-E
MMD-AP0184BH-E

MMD-AP0244BH-E
MMD-AP0274BH-E
MMD-AP0304BH-E

MMD-AP0364BH-E
MMD-AP0484BH-E
MMD-AP0564BH-E

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range,
except MMD_AP0564BH

Infra-red remote kit - TBC-AX32E2 
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplitied wired control - RBC-AS21E2

MMD-AP_BH )*+,-+./01*23/5/

Indoor unit MMD- AP0074BH-E AP0094BH-E AP0124BH-E AP0154BH-E AP0184BH-E AP0244BH-E AP0274BH-E AP0304BH-E AP0364BH-E AP0484BH-E AP0564BH-E

Cooling capacity kW 2,2 2,8 3,6 4,5 5,6 7,1 8,0 9,0 11,2 14,0 16,0

Heating capacity kW 2,5 3,2 4,0 5,0 6,3 8,0 9,0 10,0 12,5 16,0 18,0

Power consumption kW 0,033 0,033 0,039 0,039 0,050 0,060 0,060 0,071 0,107 0,128 0,128

Running current A 0,29 0,29 0,34 0,34 0,43 0,52 0,52 0,61 0,83 0,98 0,98

Starting current A 0,50 0,50 0,59 0,59 0,75 0,90 0,90 1,05 1,44 1,70 1,70

MMD-AP_BH )67891/:23/5/2;03--+2<0958

Indoor unit MMD- AP0074BH-E AP0094BH-E AP0124BH-E AP0154BH-E AP0184BH-E AP0244BH-E AP0274BH-E AP0304BH-E AP0364BH-E AP0484BH-E AP0564BH-E

Air Flow (h/l) m³/h 480/340 480/340 570/400 650/480 780/540 1140/870 1140/870 1260/870 1620/1200 1980/1490 1980/1490

Air Flow (h/l) l/s 133/94 133/94 158/111 180/133 216/150 316/241 316/241 349/241 449/332 548/413 548/413

Sound pressure level (h/l) dB(A) 30/28/26 30/28/26 31/29/27 31/29/27 32/30/28 33/31/29 33/31/29 34/32/29 36/34/32 36/34/32 36/34/32

Sound power level (h/l) dB(A) 52/49/46 52/49/46 53/50/47 54/51/47 55/52/48 55/52/49 55/52/49 56/53/50 57/54/51 59/56/53 59/56/53

Dimensions (HxWxD) mm 320x550x800 320x550x800 320x550x800 320x700x800 320x700x800 320x1000x800 320x1000x800 320x1000x800 320x1350x800 320x1350x800 320x1350x800

Weight kg 28 28 28 32 32 43 43 43 55 55 55

Panel dimensions (HxWxD) mm 9x652x500 9x652x500 9x652x500 9x802x500 9x802x500 9x1102x500 9x1102x500 9x1102x500 9x1452x500 9x1452x500 9x1452x500

Panel weight kg 3,5 3,5 3,5 4 4 6 6 6 7 7 7

External static pressure Pa 50 50 50 50 50 50 50 50 50 50 50

Max external static pressure Pa 110 110 110 110 110 110 110 110 110 110 110

Connecting pipe, gas in 3/8'' 3/8'' 3/8'' 1/2'' 1/2'' 5/8'' 5/8'' 5/8'' 5/8'' 5/8'' 5/8''

Connecting pipe, liquid in 1/4'' 1/4'' 1/4'' 1/4'' 1/4'' 3/8'' 3/8'' 3/8'' 3/8'' 3/8'' 3/8''

Drain port diameter mm 25 25 25 25 25 25 25 25 25 25 25

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

TOSHIBA | 123122 | TOSHIBA

VRF | Business range

Whatever the shape of the room, this #exible model ensures a uniform 
temperature and air distribution, and enhances the Indoor Air Quality for 
optimum user comfort.

External static pressure can be raised up to 110 Pa for extensive ducting.

Low noise level: at low fan speed, it operates down to 26 dB(A).

Ideal for sites with restriction on the space above ceiling level, the unit features a  
high-lift drain pipe (270 mm).

Enhanced Indoor Air Quality with large surface standard filters and high efficiency 
filters as an option.

Fresh air intake outlet to quickly an easily connect to a contact fresh air intake supply duct.

Verstility in installation by selecting the return 

air flow direction.  

Rear inlet as standard and underside 

configuration kit as a an option.

Front or back return

==W?@)AEXD
DUCTED TYPE UNIT

STANDARD MODEL

IR receiver



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MMD-AP0074SPH-E
MMD-AP0094SPH-E

MMD-AP0124SPH-E
MMD-AP0154SPH-E
MMD-AP0184SPH-E

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range

Infra-red remote kit - TBC-AX32E2 
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplitied wired control - RBC-AS21E2

Testo )*+,-+./01*23/5/

Indoor unit MMD- AP0074SPH-E AP0094SPH-E AP0124SPH-E AP0154SPH-E AP0184SPH-E

Cooling capacity kW 2,2 2,8 3,6 4,5 5,6

Heating capacity kW 2,5 3,2 4 5 6,3

Power consumption kW 0,039 0,039 0,043 0,045 0,054

Running current A 0,29 0,29 0,31 0,32 0,39

Starting current A 0,51 0,51 0,54 0,56 0,68

MMD-AP_SPH )67891/:23/5/2;03--+2<0958

Indoor unit MMD- AP0074SPH-E AP0094SPH-E AP0124SPH-E AP0154SPH-E AP0184SPH-E

Air Flow (h/l) m³/h 540/400 540/400 600/450 690/520 780/580

Air Flow (h/l) l/s 150/111 150/111 166/125 191/144 216/161

Sound pressure level, rear suction (h/l) dB(A) 28/24 28/24 29/25 32/28 33/29

Sound pressure level, bottom suction (h/l) dB(A) 36/30 36/30 38/32 39/33 40/36

Dimensions (HxWxD) mm 210x845x645 210x845x645 210x845x645 210x845x645 210x845x645

Weight kg 22 22 22 23 23

External static pressure Pa

Max external static pressure Pa

Connecting pipe, gas 3/8'' 3/8'' 3/8'' 1/2'' 1/2''

Connecting pipe, liquid 1/4'' 1/4'' 1/4'' 1/4'' 1/4''

Drain port diameter mm 25 25 25 25 25

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

TOSHIBA | 125124 | TOSHIBA

VRF | Business range

==W?@)AEZ)D
DUCTED TYPE UNIT

SLIM MODEL

Whether installed in a ceiling void or in a false ceiling, Toshiba new slim 
duct o=ers the ultimate technology, with exceptional energy savings, high 
performance and easy installation.

This ultra flexible, invisible and silent unit creates a pleasant and comfortable 
environment for a wide range of applications, such as hotels, offices and shops.

Very slim design: only 21 cm height, for easier and more flexible installation.

Ideal for sites with restriction on the space above ceiling level where only minimum 
height units can be installed.

Static pressure up to 46Pa. This feature combined with the unobtrusive installation is 
the preferred solution in old building with decorated high ceiling living.

Can be installed in any ceiling void and coupled with with any kind of air diffuser.

Exceptionally low noise level - down to  

24 dB(A) - make this unit the right choice for 

bedrooms and hotel rooms.

Extremely silent

IR receiver



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MMD-AP0184H-E
MMD-AP0244H-E
MMD-AP0274H-E

MMD-AP0364H-E
MMD-AP0484H-E
MMD-AP0724H-E
MMD-AP0964H-E

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range,
up to MMD_AP0484H

Infra-red remote kit - TBC-AX32E2 
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplitied wired control - RBC-AS21E2

MMD-AP_H )*+,-+./01*23/5/

Indoor unit MMD- AP0184H-E AP0244H-E AP0274H-E AP0364H-E AP0484H-E AP0724H-E AP0964H-E

Cooling capacity kW 5,6 7,1 8,0 11,2 14,0 22,4 28,0

Heating capacity kW 6,3 8 9 12,5 16 25 31,5

Power consumption kW 0,184 0,299 0,299 0,368 0,414 1,20 1,26

Running current A 0,81 1,35 1,35 1,63 1,84 5,25 5,52

Starting current A 1,3 3,5 3,5 4,1 4,8 13,6 14,8

MMD-AP_H )67891/:23/5/2;03--+2<0958

Indoor unit MMD- AP0184H-E AP0244H-E AP0274H-E AP0364H-E AP0484H-E AP0724H-E AP0964H-E

Air Flow (h) m³/h 900 1320 1320 1600 2100 3600 4200

Air Flow (h) l/s 249 366 366 443 582 997 1163

Sound pressure level dB(A) 37 40 40 40 40 49 50

Dimensions (HxWxD) mm 380x850x660 380x850x660 380x850x660 380x850x660 380x1200x660 470x1380x1250 470x1380x1250

Weight kg 50 52 52 56 67 150 150

External static pressure Pa 137 137 137 137 137 137 137

Max external static pressure Pa 196 196 196 196 196 196 196

Connecting pipe, gas in 1/2'' 5/8'' 5/8'' 5/8'' 5/8'' 7/8" 7/8"

Connecting pipe, liquid in 1/4'' 3/8'' 3/8'' 3/8'' 3/8'' 1/2" 1/2"

Drain port diameter mm 25 25 25 25 25 25 25

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

TOSHIBA | 127126 | TOSHIBA

VRF | Business range

==W?@)AD
DUCTED TYPE UNIT

HIGH STATIC PRESSURE MODEL

This is Toshiba’s most powerful ducted unit delivering air #ows up to 5040m3/h 
with an external static pressure up to 196 Pa.

Unobtrusive, flexible and compact, it can be installed easily and discretely in any 
interior and it is the ideal solution for both new and refurbishing projects.

Inspection hole enables easy access and maintenance.

Wide range of options available: filter chamber, long-life filter, drain pump kit, etc.

Static pressure can be set to 3 levels (68,6, 137 and 196 Pa).

Renewal of indoor ambient air with the constant fresh air supply through the field 
installed freash air intake connection.

Diffuser design flexibility to select the right layout for the room shape and use 
requirements. 

Different type of air ducts and diffusers can be 

used. The powerful air flow make it suitable 

for applications with long ducts.

Diffuser flexibility

IR receiver



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MMC-AP0154H-E
MMC-AP0184H-E

MMC-AP0244H-E
MMC-AP0274H-E
MMC-AP0364H-E
MMC-AP0484H-E

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range

Infra-red remote kit - RBC-AX32CE2 
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplitied wired control - RBC-AS21E2

MMC-AP_H )*+,-+./01*23/5/

Indoor unit MMC- AP0154H-E AP0184H-E AP0244H-E AP0274H-E AP0364H-E AP0484H-E

Cooling capacity kW 4,5 5,6 7,1 8 11,2 14

Heating capacity kW 5 6,3 8 9 12,5 16

Power consumption kW 0,033 0,038 0,050 0,050 0,091 0,110

Running current A 0,29 0,32 0,42 0,42 0,78 0,84

Starting current A 0,43 0,48 0,62 0,62 1,17 1,25

MMC-AP_H )67891/:23/5/2;03--+2<0958

Indoor unit MMC- AP0154H-E AP0184H-E AP0244H-E AP0274H-E AP0364H-E AP0484H-E

Air Flow (h/l) m³/h 720/540 780/540 1110/840 1110/840 1650/1200 1800/1320

Air Flow (h/l) l/s 199/150 216/150 307/233 307/233 457/332 499/366

Sound pressure level (h/l) dB(A) 35/30 36/30 38/33 38/33 41/35 43/37

Dimensions (HxWxD) mm 210x910x680 210x910x680 210x1180x680 210x1180x680 210x1595x680 210x1595x680

Weight kg 22 22 26 26 34 34

Connecting pipe, gas in 1/2'' 1/2'' 5/8'' 5/8'' 5/8'' 5/8''

Connecting pipe, liquid in 1/4'' 1/4'' 3/8'' 3/8'' 3/8'' 3/8''

Drain port diameter mm 20 20 20 20 20 20

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

TOSHIBA | 129128 | TOSHIBA

VRF | Business range

SUSPENDED UNIT

CEILING

==[?@)A2E2D

It creates a very pleasant and relaxing environment, di=using rapidly and 
uniformly the required temperature, in cooling and heating modes.

This model is the best solution for ceilings where are not present or is possible to build voids.

It can be used for a wide range of applications, but is particularly recommended for 
refurbishment projects.

The unit features a highlift drain pipe (600 mm).

Optimum louver control: air flow angle is automatically set to the most suitable 
setting according to your cooling or heating needs, and an automatic swing mode 
enables air flow to reach all areas in the room.

Selectable piping connection position: Three possibilities (top, rear or right side of the 
unit) for the refrigerant and two possibilities (top, rear) for the condensate drain.

This unit has a dedicated pre-punched  

knock-out hole for allowing the connection 

with a fresh air supply pipe.

Fresh air intake hole

IR receiver



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MMK-AP0074MH-E
MMK-AP0094MH-E
MMK-AP0124MH-E

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range

Infra-red remote included 
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplitied wired control - RBC-AS21E2

MMK-AP_MH )*+,-+./01*23/5/

Indoor unit MMK- AP0074MH-E AP0094MH-E AP0124MH-E

Cooling capacity kW 2,2 2,8 3,6

Heating capacity kW 2,5 3,2 4,0

Power consumption kW 0,017 0,018 0,019

Running current A 0,17 0,18 0,19

Starting current A 0,22 0,23 0,24

MMK-AP_MH )67891/:23/5/2;03--+2<0958

Indoor unit MMK- AP0074MH-E AP0094MH-E AP0124MH-E

Air Flow (h/l) m³/h 480/360 510/360 540/360

Air Flow (h/l) l/s 133/100 141/100 150/100

Sound pressure level (h/l) dB(A) 35/29 36/29 37/29

Dimensions (HxWxD) mm 275x790x208 275x790x208 275x790x208

Weight kg 11 11 11

Connecting pipe, gas 3/8'' 3/8'' 3/8''

Connecting pipe, liquid 1/4'' 1/4'' 1/4''

Drain port diameter mm 16 16 16

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50

TOSHIBA | 131130 | TOSHIBA

VRF | Business range

HI-WALL TYPE UNIT

COMPACT

==\?@)A2E2=D

This compact high-wall is perfect for limited spaces, such as o"ces, small 
shops or hotel rooms.

The unit is compact (only 275x790x208 mm) and light-weight (11 kg), it is perfect for 
installation above the doors or in narrow corridors.

This high-wall also achieves outstanding sound level performances down to 29dB(A).

Automatic louver swing patterns to evenly distribute the air into the room.

Remote controller for easy access to the preferred setting.
Filters for dust collection can be easily 

removed by lifting the front panel and can be 

cleaning simple washing them under running 

water.

Washable filters

IR control



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MMK-AP0073H
MMK-AP0093H
MMK-AP0123H

MMK-AP0153H
MMK-AP0183H
MMK-AP0243H

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range

Infra-red remote included
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplitied wired control - RBC-AS21E2

MMK-AP_H )*+,-+./01*23/5/

Indoor unit MMK- AP0073H AP0093H AP0123H AP0153H AP0183H AP0243H

Cooling capacity kW 2,2 2,8 3,6 4,5 5,6 7,1

Heating capacity kW 2,5 3,2 4 5 6,3 8

Power consumption kW 0,018 0,021 0,021 0,043 0,043 0,050

Running current A 0,17 0,19 0,19 0,32 0,32 0,37

Starting current A 0,22 0,24 0,24 0,41 0,41 0,47

MMK-AP_H )67891/:23/5/2;03--+2<0958

Indoor unit MMK- AP0073H AP0093H AP0123H AP0153H AP0183H AP0243H

Air Flow (h/l) m³/h 570/390 600/390 600/390 840/540 840/540 1020/570

Air Flow (h/l) l/s 158/108 166/108 166/108 233/150 233/150 283/158

Sound pressure level (h/l) dB(A) 35/28 37/28 37/28 41/33 41/33 46/34

Dimensions (hxwxd) mm 320x1050x228 320x1050x228 320x1050x228 320x1050x228 320x1050x228 320x1050x228

Weight kg 15 15 15 15 15 15

Gas in 3/8'' 3/8'' 3/8'' 1/2'' 1/2'' 5/8''

Liquid in 1/4'' 1/4'' 1/4'' 1/4'' 1/4'' 3/8''

Drain port diameter mm 16 16 16 16 16 16

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

TOSHIBA | 133132 | TOSHIBA

VRF | Business range

HI-WALL TYPE UNIT

STANDARD

Classic elegant unit with modern whtie colour panel and rounded surfaces to 
easily blend in with any room interior.

Total comfort is granted, thanks also to the 70° directional auto-swing louver that 
provide uniform air distribution.

Enahced indoor air quality filters.

Wireless infra-red remote control with buttons for the direct access to the regulation of 
the main operating function.  

Self cleaning function to effectively remove impurity and moist form the internal 
components of the units.Six directions possibilities for the connection 

of the auxiliary refrigerant pipe, to simplify 

the installation process: left or right (bottom, 

rear, side).

Refrigerant connection options

==\?@)A2]2D

IR control



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MML-AP0074NH-E
MML-AP0094NH-E
MML-AP0124NH-E
MML-AP0154NH-E
MML-AP0184NH-E

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range

Infra-red remote included 
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplitied wired control - RBC-AS21E2

MML-AP_NH )*+,-+./01*23/5/

Indoor unit MML- AP0074NH-E AP0094NH-E AP0124NH-E AP0154NH-E AP0184NH-E

Cooling capacity kW 2,2 2,8 3,6 4,5 5,6

Heating capacity kW 2,5 3,2 4,0 5,0 6,3

Power consumption kW 0,021 0,021 0,025 0,034 0,052

Running current A 0,20 0,20 0,23 0,29 0,42

Starting current A 0,26 0,26 0,30 0,38 0,55

MML-AP_NH )67891/:23/5/2;03--+2<0958

Indoor unit MML- AP0074NH-E AP0094NH-E AP0124NH-E AP0154NH-E AP0184NH-E

Air Flow (h/l) m³/h 510/282 510/282 552/324 624/384 726/426

Air Flow (h/l) l/s 142/78.3 142/78.3 153/90 173/106.7 202/56.1

Sound pressure level (h/l) dB(A) 38/32/26 38/32/26 40/34/29 43/37/31 47/40/34

Dimensions (HxWxD) mm 600x700x220 600x700x220 600x700x220 600x700x220 600x700x220

Weight kg 17 17 17 17 17

Connecting pipe, gas 3/8'' 3/8'' 3/8'' 1/2'' 1/2''

Connecting pipe, liquid 1/4'' 1/4'' 1/4'' 1/4'' 1/4''

Drain port diameter mm 16 16 16 16 16

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

TOSHIBA | 135134 | TOSHIBA

VRF | Business range

Innovative and compact unit to be installed on the #oor and in low wall 
applications, $t perfectly under the window sills or in a low ceiling attic.

Compact and modern design in all three dimensions (60x70x22 cm); single size for all 
range capacities.

Bi-flow. Two outlets for complete personalized flow: flow intensity and air direction 
control.

Toshiba IAQ filter filtration system, includes extremely powerful anti virus,  
anti-bacteria and the deodorizing effects.

Brightness level control of the display unit to reduce the led light glow.

Wireless remote control with a pre-set function and a unique hi-power button for 
immediate and fast air delivery.

CONSOLE TYPE UNIT

BI-FLOW MODEL

==^?@)A2E2_D

Unique floor heating function, to deliver a 

powerful flow at floor level for a uniform and 

comfortable room heating.

Floor heating function

IR control



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MML-AP0074H-E
MML-AP0094H-E
MML-AP0124H-E
MML-AP0154H-E
MML-AP0184H-E
MML-AP0244H-E

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range

Infra-red remote kit - TBC-AX32E2 
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplitied wired control - RBC-AS21E2

MML-AP_H )*+,-+./01*23/5/

Indoor unit MML- AP0074H-E AP0094H-E AP0124H-E AP0154H-E AP0184H-E AP0244H-E

Cooling capacity kW 2,2 2,8 3,6 4,5 5,6 7,1

Heating capacity kW 2,5 3,2 4,0 5,0 6,3 8,0

Power consumption kW 0,056 0,056 0,092 0,092 0,102 0,102

Running current A 0,26 0,26 0,43 0,43 0,47 0,47

Starting current A 0,6 0,6 0,8 0,8 1,1 1,1

MML-AP_H )67891/:23/5/2;03--+2<0958

Indoor unit MML- AP0074H-E AP0094H-E AP0124H-E AP0154H-E AP0184H-E AP0244H-E

Air Flow (h/l) m³/h 480/360 480/360 900/650 900/650 1080/780 1080/780

Air Flow (h/l) l/s 133/100 133/100 250/180 250/180 299/216 299/216

Sound pressure level (h/l) dB(A) 39/35 39/35 45/38 45/38 49/39 49/39

Dimensions (HxWxD) mm 630x950x230 630x950x230 630x950x230 630x950x230 630x950x230 630x950x230

Weight kg 37 37 37 37 40 40

Connecting pipe, gas 3/8'' 3/8'' 3/8'' 1/2'' 1/2'' 5/8''

Connecting pipe, liquid 1/4'' 1/4'' 1/4'' 1/4'' 1/4'' 3/8''

Drain port diameter mm 20 20 20 20 20 20

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

TOSHIBA | 137136 | TOSHIBA

VRF | Business range

CONSOLE TYPE UNIT

STANDARD FLOOR MODEL

This console unit represents the best choice for refurbishment projects of small 
spaces where there is not possible a celing or wall installation.

Its compacts dimensions and the cabinet shape make the installation very easy and 
flexible.

Refrigerant and drain piping with four installation possibilities: top, rear, left or right 
side of the unit.

Minimum space required for installation and servicing. With horizontal flow can be 
installed with only 200mm of free space above the unit.

One single cabinet dimensions for all the capacity range models, give the advantage 
to have the same unit style in room with different sizes.

Units have horizontal air distribution as a 

standard. With a simple operation during

installation the air flow can be changed into 

upward direction.

Choice of air flow direction

==^?@)AED

IR control



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MML-AP0074BH-E
MML-AP0094BH-E
MML-AP0124BH-E
MML-AP0154BH-E
MML-AP0184BH-E
MML-AP0244BH-E

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range

Infra-red remote kit - TBC-AX32E2 
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplitied wired control - RBC-AS21E2

MML-AP_BH )*+,-+./01*23/5/

Indoor unit MML- AP0074BH-E AP0094BH-E AP0124BH-E AP0154BH-E AP0184BH-E AP0244BH-E

Cooling capacity kW 2,2 2,8 3,6 4,5 5,6 7,1

Heating capacity kW 2,5 3,2 4,0 5,0 6,3 8,0

Power consumption kW 0,056 0,056 0,056 0,090 0,090 0,095

Running current A 0,25 0,25 0,25 0,45 0,45 0,46

Starting current A 0,6 0,6 0,6 0,8 0,8 1,0

MML-AP_BH )67891/:23/5/2;03--+2<0958

Indoor unit MML- AP0074BH-E AP0094BH-E AP0124BH-E AP0154BH-E AP0184BH-E AP0244BH-E

Air Flow (h/l) m³/h 460/300 460/300 460/300 740/490 740/490 950/640

Air Flow (h/l) l/s 127/83 127/83 127/83 205/136 205/136 263/177

Sound pressure level (h/l) dB(A) 36/32 36/32 36/32 36/32 36/32 42/33

Dimensions (HxWxD) mm 600x745x220 600x745x220 600x745x220 600x1045x220 600x1045x220 600x1045x220

Weight kg 21 21 21 29 29 29

Connecting pipe, gas 3/8'' 3/8'' 3/8'' 1/2'' 1/2'' 5/8''

Connecting pipe, liquid 1/4'' 1/4'' 1/4'' 1/4'' 1/4'' 3/8''

Drain port diameter mm 20 20 20 20 20 20

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

TOSHIBA | 139138 | TOSHIBA

VRF | Business range

CONSOLE TYPE UNIT

CONCEALED CHASSIS

==^?@)AEXD

This chassis is compact and slim, it’s very easy to install and to conceal behind a 
decorative panel to blend with any room interior.

Ideal for office and other commercial buildings with large fluctuation in load, the unit 
fits perfectly specialist applications such as libraries and hospitals.

Very compact design can be installed under a window sill, only 600 mm in 
height.

with its limited depth, only 200mm, the unit can be installed along the wall ensuring 
space saving.

Removable split front panel with immediate access to the main components; access to 
the drain pan is on the right side of the unit.

With the infra red receiver sensor, the 

concealed unit can be operated with a 

wireless remote control from a distance up to 

8 meter.

Wireless control kit

IR control



INDOOR UNITS OUTDOOR UNITS LOCAL CONTROLS

MMF-AP0154H-E
MMF-AP0184H-E
MMF-AP0244H-E
MMF-AP0274H-E
MMF-AP0364H-E
MMF-AP0484H-E
MMF-AP0564H-E

SMMS-i

Matching with all
indoor units range

SHRM

Matching with all
indoor units range

MiniSMMS

Matching with all
indoor units range, 
except MMF-AP0564H-E

Infra-red remote kit - RBC-AX32UW/WS-E
Lite vision control - RBC-AMS51E-EN(ES)
Main wired control - RBC-AMT32E
Schedule timer - RBC-AMS41E
Simplified wired control - RBC-AS21E2

MMF-AP_H )*+,-+./01*23/5/

Indoor unit MMF- AP0154H-E AP0184H-E AP0244H-E AP0274H-E AP0364H-E AP0484H-E AP0564H-E

Cooling capacity kW 4,5 5,6 7,1 8 11,2 14 16

Heating capacity kW 5 6,3 8 9 12,5 16 18

Power consumption kW 0,15 0,15 0,19 0,19 0,28 0,35 0,35

Running current A 0,67 0,67 0,88 0,88 1,29 1,6 1,6

Starting current A 0,9 0,9 1,1 1,1 1,7 2,1 2,1

MMF-AP_H )67891/:23/5/2;03--+2<0958

Indoor unit MMF- AP0154H-E AP0184H-E AP0244H-E AP0274H-E AP0364H-E AP0484H-E AP0564H-E

Air Flow (h/l) m³/h 900/660 900/660 1200/840 1200/840 1920/1380 2160/1560 2160/1560

Air Flow (h/l) l/s 249/183 249/183 332/233 332/233 532/382 598/432 598/432

Sound pressure level (h/l) dB(A) 46/38 46/38 49/40 49/40 51/44 54/46 54/46

Dimensions (HxWxD) mm 1750x600x210 1750x600x210 1750x600x210 1750x600x210 1750x600x390 1750x600x390 1750x600x390

Weight kg 48 48 49 49 65 65 65

Connecting pipe, gas in 1/2'' 1/2'' 5/8'' 5/8'' 5/8'' 5/8'' 5/8''

Connecting pipe, liquid in 1/4'' 1/4'' 3/8'' 3/8'' 3/8'' 3/8'' 3/8''

Drain port diameter mm 20 20 20 20 20 20 20

Power supply V-ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50

TOSHIBA | 141140 | TOSHIBA

VRF | Business range

CONSOLE TYPE UNIT

FLOOR STANDING MODEL

==`?@)AED

This system is particularly suitable to air condition large rooms like shops or 
showrooms or with low ceilings like restaurants or lofts.

The units has high air flow rates and superior air throw values.

Their wide automatic vertical and horizontal air distribution angles permits the 
distrobution of the flow in large rooms.

Very small footprint: 0,128 m2 up to 8 kW and 0,243 m2 up to 16 kW.

High air flows: from 180 l/s to 600 l/s (660 m3/h to 2160 m3/h).

Wide air distribution angle: up to 150°.

Large capacity range: cooling capacities from 4,5 kW to 16 kW and heating capacities 
from 5 kW to 18 kW.

   

The unit can be installed in the corner of the 

room, in this case the automatic swing angle 

can be fixed to deliver the air only where is 

needed.

Corner installation swing

IR receiver


